
CCAASSEE  SSTTUUDDYY  
WITHSTANDS DUST IN BRICKWORKS 

 

Brickworks  

• Energy Chain®: 5050-40-
200-0 

• Chainflex® CF9 
• Travel: 65.6 ft 
• Speed: 3.3 ft/s 
• Acceleration: 3.3 ft/s2 
• Filling: approx. 4.7 lbs/ft 

• Temperatures: up to 122° F  

• 200,000 cycles/year  
 
Difficult conditions as a result of abrasive brick dust. Plant has been 
in operation for 5 years.  

 

 

More product information  
Type E4/4, Series 5050 

TPE control cable CF9 

More applications from different industry areas  

Applications with Energy Chain® 

 

 

 

 

APPLICATION OVERVIEW: 
Application of cable carriers 
and continuous-flex cables 
in tile factory 

 

>> Subscribe to e-newsletter 

 

>> Contacts in your location 
(on-site within 24-48 hours) 

 

>> Request catalogs / free 
samples 

 

>> myigus 

 

>> myCatalog 

 

 

 

 

igus Inc. 

PO Box 14349 

East Providence, RI 02914 

P. 1-800-527-2747 

F. (401) 438-7270 

sales@igus.com 

 

www.igus.com 
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